Height

Weight

Minimum order

Roll length

ABRASION RESISTANCE

Standard

Result

COLOUR FASTNESS TO LIGHT

Standard

Result

COLOUR FASTNESS TO RUBBING

Standard

Wet friction

Dry friction
COMPOSITION
Polyester
SHRINKAGE
Result

SEAM SLIPPAGE

Standard

Weft

Wrap

mcjrems

Adrems s.r.o.
Bubenecska 258/9, Praha 6

300 cm

322 g/m2

0.1m

35m

ISO 12 497-2

30 000 martindale cycles

ISO 105-B02

EN ISO 105 X12

4-5

100%

1%

EN ISO 13 936-2

4 mm

3 mm
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Adrems s.r.o.
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ARTICLE DM156

PILLING
Standard EN ISO 12 945-2
Result 4

FLAME RETARDANT STANDARDS

Standard Result
NFPA 701 passed
MAINTENANCE

APPLICATIONS / PARAMETERS

APPLICATION

Curtains

Dimout

PARAMETERS

Oeko-Tex Standard 100 class IV

Adrems s.r.o. Bubenec¢ska 258/9, Praha 6., info@adrems.czwww.adrems.cz ﬂ
Pro navstevu ateliéru se prosim predem objednejte na +420 736 605 871. a



